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इस भाग में भिन्न पृष्ठ संख्या की जाती है जिससे कि यह अलग संकलम के रूप में 

रखा जा सके 
Separato Paging Is glven to this part in order that it may bc Cled as a 

Separate compilation 
-- ----- - - - - - - --- - - - - - --- - - -- - - - -- - - -- - - - - - - -- - - - --- - - -- -- - - -- - - - - 

ऊर्जा मंत्रालय 


- - 


( कोयला विभाग ) 
नई दिल्ली, 22दिसम्बर, 1967 

अधिसूचना 
फा० आ . 1102 ( अ ) : - - केन्द्रीय मरकार , प्रावश्यक वस्तु अधिनियम , 1955 ( 1955 का 10) की धारा 16 द्वारा प्रवृत्त रखा गया कोयला खान 
नियंत्रण, प्रादेश , 1945 के खण्ड 3 और 4 के अनुसरण में और भारत सरकार के ऊर्जा मन्त्रालय ( कोयला विभाग ) की अधिगूचना सं० फा० आ० 12 ( अ ) 
तारीख 8 जनवरी , 1986 को प्रधिकात करते हुए, तारीख 23 विमम्बर , 1987 को और से नीचे की सारणी-1 में ऐसे वर्ग ग्रेड विहित करती है जिनमें 
कोयले और फोक का वर्गीकरण किया जाएगा पौर नीचे की सारणी 2, 3, 4, 5 और 6 में ये विक्रय कीम , नियत करती है जिन पर कोयला खान स्वामियों 
द्वारा कोयले का या कोक का खान-गर्तमुखों पर विक्रय किया जा सकेगा :- - 

मारणी - 1 


- 


- - 


- - 


- - - -- - 


- - 


- - 


- 


- 


- 


- un 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


क्रम . स . 


वर्ग 


ग्रंप 


ग्रेड बिनिर्देश 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


उपयोज्य ऊष्मा मान प्रति किलोग्राम 6200 किलो कैलोरी से अधिक । 


1. असम , मेघालय मागालैंड राज्यो 

पीर 
प्रहणाचल प्रदेश संघ राज्य क्षेत्र 
को छोड़कर सभी राज्यों में उत्पा 
वित गैर कोकमारी कोयसा । 


उपयोज्य ऊगमा मान प्रति किलोग्राम 5600 किलो कैलोरी से अधिक 

किन्तु प्रति किलोग्राम 6200 किलो कैलोरी से अधिक नहीं । 


- - 


- -- - - 


- - --- - - 


- - - 
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- 


- 


- 


- 


- 


- 


उपयोज्य ऊष्मा मान प्रति किलोग्राम 49 40 किलो कैलोरी मे अधिक 

किन्तु प्रति किलोग्राम 5800 किलो मैलोरी मे अधिक नहीं । 
उपयोज्य ऊष्मा मान प्रति किलोग्राम 4200 किलो कैलोरी से अधिक 

किन्तु प्रति किलोग्राम 49 40 किलो फैलोरी से मधिक नहीं । 
उपयोज्य ऊष्मा मान प्रति किलोग्राम 3360 किलो फैलोरी से अधिक 

फिन्तु प्रति किलोग्राम 4200 फिलो कैलोरी से अधिक महीं । 
उपयोज्य ऊष्मा मान प्रति किलोग्राम 2.100 किलो कैलोरी से अधिक 

किन्तु प्रति किलोग्राम 3360 किलो कैलोरी मे अधिक नहीं । 
उपयोज्य ऊष्मा मान प्रनि किलोग्राम 1300 किलो कैलोरी से अधिक 
किन्तु प्रति किलोग्राम 2400 किलो कैलोरी से अधिक नहीं 

ग्रेड नहीं किया गया । 


2. असम , मेघालय , नागालैण्ड राज्यों 

और प्रहणाचल प्रदेश संष राज्य 
क्षेत्र में उत्पावित गैर-कोककारी 
कोयला । 


3. कोककारी कोयला 


इस्पात प्रेस 
इस्पात ग्रेड-II 
घागरी प्रेड-I 
वमगरी ग्रे -II 


गण का अंश 15 प्रतिशत से अधिक नहीं । 
गख का अंश 15 प्रतिशत से अधिक किन्तु 18 प्रतिशत से अधिक नहीं । 
गव का अंश 18 प्रतिशन से अधिक किन्तु 21 प्रतिशत से शधिक नही । 
राख का अंश 21 प्रतिशत से अधिक किन्तु 24 प्रतिशत से अधिक 

नहीं । 
राख का अंश 24 प्रतिशत से अधिक किन्तु 28 प्रतिशत से अधिक 

महीं । 
गख का अंश 28 प्रतिशत से अधिक किन्तु 35 प्रतिणत से मधिक 

नहीं । 
गन पोर नमी का अंग 19 प्रतिशत से अधिक नहीं । . 


वाशरी ग्रेड-III 


वाशरी ग्रेड-IV 


1. पई कोफकारी और क्षीण कोक - अर्द्ध कोककारी ग्रेप-I 
कारी कोयना । 

अर्द्ध फोककारी ग्रेड-II 


राख और नमी का मंश 19 प्रतिशत से अधिक किन्तु 24 प्रतिशत 

मे अधिक नहीं । 
राख का अंग 25 प्रतिशत से अधिक नहीं । 
गम्ब का ग्रंश 25 प्रतिशत से अधिक किन्तु 30 प्रतिशत से अधिक 


5. हाई कोक 


उप-उत्पाद प्रीमियम 
उप - उत्पाद साधारण 


नहीं । 


बीहाइव प्रीमियम 
बीलाइव सुपीरियर 


राख का अंश 27 प्रतिशत से अधिक नहीं । 
राख का अंश 27 प्रतिशत से अधिक किन्तु 31 प्रतिशत से अधिक 


महीं । 


बीहाइव साधारण 


राख का अंण 31 प्रतिशत से अधिक किन्नु 36 प्रतिशत से अधिक 


नहीं । 


- 1 - - 


- 


- - 


- 


- - 


- - 


- 


- - - 


- 


-- - - - - 


- - 


टिप्पण : - - 

1. कोककारी कोयले ऐसे कोयले हैं जो भुतपूर्व कोयला बोर्ड द्वारा कोयला खान ( संरक्षण, सुरक्षा और विकास ) अधिनियम , 1952 ( 1 9 52 का 12 ) 
के अधीन कोककारी कोयले के रूप में वर्गीकृत किए गए हैं , या वे ऐसे कोयले हैं जिन्हें केन्द्रीय सरकार द्वारा कोयला खान नियंत्रण प्रावेश , 1945 के अधीन 
या कोयला खान ( संरक्षण और विकास ) अधिनियम , 1974 ( 1974 का ) के और पूर्वोक्त दोनों अधिनियमों के अधीन बनाए गए नियमों और विनियमों के 
अधीन कोफकारी कोयला घोषित किया गया है, या घोषित किया जा सकता है । 

" कोककारी कोयले " और " मीण कोककारी कोयले " ऐसे कोयले हैं जिन्हें भुतपूर्व कोयला बोर्ड द्वारा कोयला खान ( संरक्षण, सुरक्षा और विकास ) 
प्रधिनियम 1952 ( 1952 का 12 ) के अधीम सम्मिश्रण योग्य कोयले के रूप में , वर्गीकृत किया गया था या जिम्हें केन्द्रीय सरकार द्वारा कोयला खान नियन 
त्रण प्रादेश , 1945 के अधीन या कोयला खान ( संरक्षण और विकास ) अधिनियम , 1974 ( 1974 का 28 ) के और पूर्वोक्त दोनों अधिनियमों के अधीन 
बनाए गए नियमों के अधीन " मई कोककारी या " क्षीण कोककारी " कोयले घोषित किया जा सकता है । 

3. कोककारी या पर्व कोककारी या क्षीण कोककारी कोयले से भिन्न कोयले गैर-कोककारी कोयले हैं । 
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भारत का राजपत्र : प्रसाधारण 


- 


- 


4. " उपयोज्य कष्मा मान " की परिभाषा का मूत्र निम्नलिखित है :-- - 


एच यु - 8900 ---138X ( ए + एम ) 
जहाँ एष युस प्रति किलोग्राम का किलो कैलोरी के अनुसार 
उपयोज्य ऊष्मा मान । 
ए राख का अंश प्रतिशत में । 

एम = नमी का अंश प्रतिशत में । 

मिस कोयले में 2 % से कम नमी है, और वाष्पशील अंश 19 % से कम है उसके संबंध में उपयोज्य ऊष्मा मान यह होगा ओ उपरोक्त सूत्र में निकाले 
गए मान में से , अनूपासतः 19 % भाग मे कम वाष्पशील अंग में प्रत्येक 1 % कमी के लिए प्रति किलोग्राम 150 फिला के नोरी घटाने पर प्राप्त होता है । 

नमी और राख वोमों का अवधारण , भारतीय मानक विनिर्देश सं० भा० मा० 1350 - - 1959 के सुसंगत खण्डों के अनुमार. 60 प्रतिगत पाक्षेप प्रार्थना 
और 40° सें० तापमान पर समतुल्य करने के पश्चात् किया जाएगा । 


5. कोककारी कोयले और हार्ट कोक में राख के प्रतिशत का अवधारण भा० मा . 1360- 1959 के अनुसार वायु में सुखाने के पाना किया जाएगा 
यदि इस प्रकार अवघारित नमी 2 प्रतिशत से अधिक है तो यह अवधारण भा० मा० 1350- 1959 के अनुसार 60 प्रतिशत मा आईता और 40° में . 
तापमान पर समतुल्य करने के पश्चात् किया जाएगा । 


6. भारतीय मानक संख्या प्राई एम : 770 - 1964 कोयले का सामान्य वर्गीकरण ( संशोधित ) को मारणी 2 में निर्धारित परिमापों के अनुसार 
दीर्घ उघाला कोयले की परिभाषा की जाएगी । मगत भाग नीचे उद्धृत किया गया 


वर्ग 


वाष्पशील वध्य प्रतिशत ( युनिट कोयला माधार ) किलो कैलोरी /किलोग्राम में कुन मोबो को 

रेंज ( युनिट कोयला प्राधार ) 


40° मे० भार एच पर 60 % पर शुष्क 
ममी की रेंज खनिज रहिस कापता 
( प्राधार ) 


3 से 7 


32 से अधिक 
32 से कि 


8060 से 6440 
7500 से 8060 


7 से 14 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


भारतीय मानक विनिर्देश संख्या आई एस : 1350 ( भाग-I ) 1984 में निर्धारित क्रियाविधि के अनुसार कोयला . मूनो पर वाष्पशील द्रव्य और नमी 
की अवधारणा की जाएगी । आई एस : 1350 ( भाग-II ) 1970 दिनांक अप्रैल , 1971 और उस के बाद के किसी संगोधन में निर्धारित क्रियाविधि के मनु 
सार, सकल ऊष्मा मुल्य की अवधारणा की जाएगी । 


7. उपरोक्त वर्गीकरण भारतीय मानक विनिवेग सं० भा० मा० 770 -1984 के अधीन विनिदि बिनी या उस-बिदानी कोयनों में भिन कोरलों 
पर सागू नहीं होगा । 


सारणी- 2 
गैर-कोफकारी कोयला 


- 


- 


- 


- 


- 


- 


- 


कोयले का ग्रेच 


उपयोण्य उष्मा मान प्रति किलोग्राम किलो कैलोरी में 


प्रति टन विक्रय कीमत 


म्टीम कोयला और रबल स्लैक कोयला और 

वाशरी मिडिलिंग 


रन माफ मास 
कोयला 


3 


5 


- - - -- - - - - - - - - - 


- - 


। असम , मेघालय , मागालैंड राज्यों और अरुणाचल प्रदेश संघ 

राज्य क्षेत्र तथा सिगरेनी कोलियरीज को छोड़कर सभी गज्यों 
में उत्पादित दीर्घ ज्वाना कोयला : - ~ 


१०१० 
386 . 00 


ग्रेड-ए 
ग्रेड- भी 
मेड - सी 
ग्रेड- ही 


6200 से अधिक 
5800 से अधिक किन्तु 6200 में अधिक नहीं 
4940 से अधिक फिस्तु 5600 से अधिक महीं 
4200 से अधिक किन्तु 4940 से अधिक नहीं 


355 . 00 
315 . 00 


रु . ५० 
379 . 00 
348 , 00 

108 . 00 
. 350 . 00 


१० १० ॥ 
376 . 00 
345 . 00 
305 . 00 
247. 00 


257 . 00 . 
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- 


- 


- 


- 


- 


-- 


- 


2 


प्रेड- ए 


351 . 00 


प्रेस- बी 
प्रेर- सी 
प्रेड- की 
प्रेड-ई 
ग्रेड - एफ 
ग्रेड- जी 


2. असम , मेघालय , नागालैंड राज्यों और अरुणाचल प्रदेश संघ 

राज्य क्षेत्र को छोड़कर सभी राज्यों में उत्पावित ( वीर्घ ज्याला 

कोयला से भिन्न ) कोयला : 
6200 से अधिक 
5600 से अधिक किन्तु 8200 से अधिक महीं 
4940 से अधिक किन्तु 5600 से अधिक नहीं 
4200 से अधिक किन्तु 4940 से अधिक नहीं 
3360 से अधिक किन्तु 4200 मे अधिक नहीं 
2400 से अधिक किन्तु 3360 से अधिक नही 
1300 से अधिक किन्तु 2400 से अधिक नहीं 

- - -- - - - - - -- --- -- - 
3. आंध्र प्रदेश राज्य (मिगनी कोयला क्षेत्र ) में उत्पादित 

कोयना : 


361 . 00 
330 . 00 
200 - 00 
232. 00 
188 . 00 
151 . 00 


354 . 00 
323 . 00 
283 - 00 
225 . 00 
179 . 00 
144, 00 

103. 00 
- - - -- - 


320 . 00 
280 - 00 
222 , 00 
176 . 00 
141 . 00 
100 . 00 


110 . 00 

- - - 


- 


- - 


-- 


- - - 


- 


-- - - - 


- - 


- - - 


- - 


कोयले का ग्ने 


प्रति किलोग्राम मिलो कैलोरी में उपयोज्य ऊष्मा मान 


निम्नलिखिा को प्रति टन त्रिका कोपर 


रन 


स्टीम कोयला और स्नैक कोयना 

रबल 


आफ माइन 
कोयला 


332 . 50 
292 . 50 
252 , 50 
183 . 50 
113 . 50 


ग्रेड - सी 4940 से अधिक किन्तु 5600 से अधिक नहीं 

3:42 . 50 

335 . 50 
ग्रेड - डी 1200 से अधिक फिन्तु 4940 से अधिक नहीं 

302 , 50 

295 . 50 
33 60 से अधिक किम्सु 4200 से अधिक नहीं 

262. 50 

255 . 50 
ग्रेड- एफ 2 400 से अधिक किन्तु 3360 से अधिक नहीं 

193 . 50 

185 , 50 
ग्रेड- जी 1300 से अधिक किन्तु 2400 से अधिक नहीं 

153 , 50 

146 . 50 
1. असम, मेघालय , नागालैंड, राज्यों और अरुणाचल प्रदेश संघ 

राज्य क्षेत्र में उत्पादित कोयला अवर्गीकृत ( राण का मंश 
25 % से अधिक महीं ) 

- - - - - - 

सारणी - 3 

कोककारी कोयला 
प्रेड --- - - ----- राज का अंश -- -- 
राख का श्रेण 

निम्नलिखित को प्रति टन विकय कीमते 


-105 . 00 


- - 


- 


- 


- 


. . . - - 


. - .. .. 


ग्रेट 


म्लक कोयला 


स्टीम कोयला 

और रबल 


समाफ मास 
कोयला 


. - 


- - - - 


- - - -- - - - - ---- - -- - 


- - 


1 


• - - - -- .....- --- - -- - - - - -- - - -- 


- 


- 


- 


- 


रु . पै . 
583 00 


रु . पै . 
57600 


रु . पै . 
573 00 


15 प्रतिशत से अधिक नहीं 


488. 00 


481 . 00 


+ 78 . 00 


.123 . 00 


116 . 00 


113 . 00 


इस्पात 
प्रेड-I 
इस्पात 
प्रेड - II 
वाशरी 
ग्रेड - - I 
वाशरी 
ग्रेड - II 
बागरी 
ग्रेड - III 
पाशरी 
ग्रेड----IV 


363 , 00 


316 . 00 


343 . 00 


15 प्रतिशत से अकि किन्तु 
18 प्रतिशत से अ िक नहीं 
18 प्रतिशत से ओ क किन्तु 
21 प्रतिशत से अधिक महीं 
21 प्रतिशत से अधिक किन्तु 
2-1 प्रतिशत से अकि नहीं 
24 प्रतिशत से अधिक किन्तु 
28 प्रतिशत से अधिक नहीं 
28 प्रतिशत से अधिक किन्तु 
35 प्रतिशत से अधिक महीं 


274 , no 


287 , 00 


264. 00 


256. 00 


249 . 00 


240. 00 


- 


- 


- 
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- 


_ 
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- -- - 


- - - - - - - 


- - - -- - - - -- - -- - - 


- 
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सारणी-- - 4 


- 


- 


. 


. 


अर्द्ध कोषकारी और क्षीण मोककारी कोयल 


राख और नमी का अश 


निम्नलिखित की प्रति टन विकर कोमा 


रफ कोयला 


स्टीम कोयला 

और रबल 


रन प्रा पक्ष 

कोयला 


-- - - 


- - 


- - 


- - - - - -- - - 


19 प्रतिशत से अधिक नहीं 


123 . 00 


116 . 00 


41 3 . 00 


अर्ड कोकमारी 
कोयला ग्रेड -I 
अद्ध कोककारी 
कोयला ग्रेड - II 


353 (0 ) 


3 .16 . 00 


:343 , 00 


19 प्रतिशत से अ िक किन्नु 
24 प्रतिशत में अधिक नहीं 


- 


- 


- - 


- 


- 


- 


-- 


मागणी - - 5 


हाई कोक 


कोक का प्रकार 


राख का अंश 


प्रति टन विक्रय कोमा 


- 


- 


- - 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


1100 . 00 


1 . उप - उत्पाद का हार्ड कोक प्रीमियम 
2, उप - उत्पाद हाई कोक माधारण 


1000 . 00 


830 . 00 


3. मीहाइव हाई कोक प्रीमियम 
4 . मीहाइव हाई कोक सुपीरियर 


गन का अंश 25 प्रतिशत से अधिक नहीं 
गग्य का अंश 25 प्रतिशत से अधिक 
किन्तु 30 प्रतिशत से अधिक नहीं 
राख का प्रेण 27 प्रतिशत से अधिक नहीं 
राख का अंश 27 प्रतिशत से अधिक 
किन्तु 31 प्रतिशत से अधिक नहीं 

राख का अंश 31 प्रतिशत से अधिक 
किन्तु 36 प्रतिशत से अधिक नहीं 


730 . 00 


5. बीहाइव हार्ड कोक साधारण 


500 . 00 


- 


- 


- 


-- 


- 


- 


- 


- 


- - 


- 


- 


- 


सारणी - - 6 


माफ्ट कोक. 


- 


- 


कोक का प्रकार 


प्रति टन विक्रय कीमन 


300 . 00 


1. उद्योगों के लिए माफ्ट कॉम 
2. घरेलू उपभोग के लिए साफ्ट फोक 


175 . 00 


टिप्पणी :- - 

1 . "वीर्ष ज्याला कोयला ऐया कोयला है जिसे कोमात्रा उत्पादको द्वारा वीर्य ज्याला कोयला घोषित किया जाता है और जो इस विगूचना की मारणी-1 

के नीचे टिप्पणी 6 के अनुसार दीर्घ ज्याला की परिभाषा को संतुष्ट करता है । " 
: रन माफ माइन कोयला सभी ग्राफागें का ऐसा कोयला है जिस में बह खान से निकाला गया है और जो मोटा हुपा या मना पा मही होता । 


3. म माफ माइम कोयले का जो प्रेश छनाम के समय छलमी में रह आभा या जो ममान दौराम फोक - गावेल मे उठाया जाता है उसे स्टीम कोयला 
कहा जाता है । 
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4 रन ग्राफ माइन कोयले में स्टीम कोयला निकालने के पश्चात् जो अंग बन जाता है उसे स्लैक कोयला कहा जाता है । 

5. यदि रन पाऊ माइन कोयले का वो विभिन्न छित्रों वाली छलनियों से एक के बाद एक में छनाइ की जाती है तो उससे तीन भिष आकार मलग 
अलग होते हैं इसमें जो कोयला अपेक्षाकृत बड़े आकार के छिद्रो में ऊपर रह जाता है उसे स्टीम कोयला काहा जाएगा , जो प्रश इन बड़े छिद्रों से होकर दूसरे 
छोटं छिद्रों के ऊपर रह जाना है उसे रबल कोयला कहा जाएगा और जो इन छलनियों से छनकर नीचे चला जाता है उसे स्लैक कोयला कहा जाएगा । 

७. रन पाऊ माइन कोयले की जो सबसे बड़े आकार के 200 मि . मी . और 250 मि . मी . के बीच किसी अधिकतम सीमा तक सीमित रखने के लिए 
छाना या तोला गया है , कीमत स्टीम कोयले और स्लैक कोयले की कीमत की मीमत वर पर 60 : 40 के अनुपात में रहेगी । 

परन्तु जहाँ कोलियरी में स्टीम या स्लैक कोयले की छनाई और लदान के लिए प्रायपक प्रर्ब । है अथवा जहाँ केा के अनुरोर पर कोलियरी को रन पाऊ 
माइन कोयले को विक्रय करना पटता है. वहीं ऐसे विक्रय के लिए संदेय कीमत यह होगी जो स्टीम और स्लैक कोयले के लिए कीमत का औसत 60 : 40 के अनुपात 
में हो । 

. ऐसे काफकारी कोयले, क्षीण कोककारी कोयले और अद्ध कोककारी कोयले की जो सारणी - 1 में दिए गए वर्गीकरण के बाहर है, कीमत निपत करने 
के प्रयोजनों के लिए गैर कोककारी कोयला माना जाएगा और तदनुसार वर्गीकृत किया जाएगा । 

. जब नमी का ग्रंण यथाप्राप्त आधार पर जैसा कि वाशरी में मिलिग क भा . मा . 1350 - 1959 के अधीन पारिभाषित किया गया है, 10 प्रतिशत 
म अधिक हो जाता है तो सारणी- 2 में नियत मिलिंग की कीमत में अनुपात : भाग , 10 प्रतिशत से अधिक नमी प्रेश में प्रत्येक एक प्रतिशत वृद्धि के लिए 
एक रुपया कम कर दिया जाएगा । 


५. ( 1 ) अब गैर कोककारी कोयले का " उपयोज्य ऊप्मा मान प्रति किलोग्राम 5100 किलो कैलोरी से अधिक हो जाता है तो सारणी - - का अनुसार 
ग्रह " कोयले के लिए संदेय कीमत प्रति 100 किलो कैलोरी के लिए 1 रु . की दर से बढ़ा दी जाएगी , जिसने से वास्तविक “उपाय मा मान " प्रसास 
भाग , 6-4 100 किलो कैलोरी से अधिक होता है । 

(ii ) असम , मेघालय , नागालैंड गज्यों और अरुणाचल प्रवेश संघ राज्य क्षेत्र में उत्पादित कोयले के मामले में , मवेय कोमस 11 रु . प्रति टन , राख के 
उम प्रति प्रतिशत की दर से बढ़ा दी जाएगी जिससे राख अंश 22 % से कम हो जाए । उसी प्रकार, जब राज्य प्रेस 25 % से अधिक हो जाए तो कीमत 
उसी 11 रु . प्रति टन राख के उम प्रति प्रतिशत की दर से घटा दी जाएगी जिससे गम्ख अंश 25 % से बढ़ जाए । 

9. ( i ) हममें अधिमूचित कीमत कोयले के फेवल उसी विक्रय पर माग होंगी जो गर्त - मुखों पर रेल पर्यन्त निःशुल्क कोलियरी माडिन आधार पर अथवा 
कोलियरी लवान स्थल पर पोत पर्यन नि . गुरक क्रेता के परिवहन प्राधार पर किया जाए । 

(ii ) जहा कोर कोलियरी इग अधिसूचना के प्रकाशम के बाद कोयले का विक्रय रेल पर्यन्त निःशुल्क प्राधार पर शूरू करती है और उसे कोयले का रेलवे 
माइडिंग नफ सीन किलोमीटर में अधिक किसी दूरी तक परिवहन करना पड़ता है, वहां ग -मुख मे रेल ने माइडिंग त कोरने के ऐन बहन का वास्तविक मात 
अलग से देय होगी और क्रेताओं को वहन करनी होगी । 

परन्तु यह भी कि जटा ऐमे यहन के मामलों के संबंध में कोई समझौता है, वहां ऐस मममौते को इस अधिसूचना के द्वारा अधिकात किया गया नहीं 
समझा जाएगा । 

11. गारणी 2 और 3 और 4 में नियत की गई गर्त-मुन्य कीमतों में सरकार स्थानीय प्राधिकारियों या अन्य निकायों द्वारा उद्धग्रहीत स्वामित्र , उपकर 
मार और लेबी यदि कोई हो , उत्पादन शुल्क और वित्राय कर मम्मिलित नहीं है । 

शंकामो के निर्धारण के लिए इसके द्वारा यह घोषित किया जाता है कि कोयला खान स्थामी उक्त , सारणियों में नियत गत -मख कीमतों में ऐसे स्वामित्व , 
उपकर उत्पाद-पाल्कः, विक्रय कर और अन्य कर , यदि कोई हो , के बराबर रकम जोड़ने के हकदार होंगे । वाणरी मिडलिंग की दशा में जोसी जाने वाली रकम वह 
ग्घम होगी जो उसमें ही उपयोज्य उम्मा मान याले फस कोयले पर बेय है । 

12. मारणी -- 5 में नियत की गइ हाई कोक की पीर सारणी - 8 में नियत की गई सापट कोक की गर्त-मन कीमतों में कोक विनिर्मित करने के लिए 
उपयोग में लाए गए कच्चे कोयले पर या हार्ड कोक या सापई कोक पर लगाए गए उत्पादन शुल्क , स्वामित्व , उपकर और विक्रय कर मम्मिलित नहीं है । 
कोयला खान म्यामी, हाई कोक और गानोक के वेताओं से इन कोयले के लिए नियत कीमतों के अतिरिकन ऐसे उत्पाद शुरूक , स्वामित्व , उपकर विक्रय कर 

और अन्य कर लेवी , यदि कोइ हैं , की धम यसूल करंग के हकदार होंगे । जब यह लांग ( इम्पोस्ट ) कोक विनिमित करने के लिए उपयोग में लाए गए कच्चे 
कोयले पर लगाया जता है तो माफ्ट कोर या हार्य झोक के प्रति टन पर वसूली योग्य राशि माक्ट कोक के लिए कच्चे कोयले की दर को 1 . 35 से गूणा 
करके तथा हाई कोक के लिए कच्चे कोयले की वर को 1 . 30 से गुणा करके अभिनिश्चित की जाएगी । 

13. नियत की गई कीमत भारत में बाहर निर्यात के लिए विक्रम किए गए कोक या कोयले पर लागू नहीं होगी । 

1. कोयले को विणष प्राकार या बनाने या उसका मजीकरण के लिए अतिरिक्त प्रभार शो केता और उम्पादक के यो वार्ता वारा तय किए जा 
मियत कीमतों के अतिरिक्त वसूल किए जा सकते । 

15. सारणी - -- 5 में हाई कोषाः फसिए और सारणी - - 6 म साफ्ट काम के लिए नियत की गई कीमते छोटे प्राकार के कोक , 12 मिलीमीटर प्राकार 
से कग के कोफ मीण , कम ताप बाले मावेनीकन कोक , गटिकादार कोक या विकेट्स पर लागू गहीं होगी । 


18. सारणी - - 5 में उप- उत्पाद हाई कोफ प्रीमियम और बीहाइव हार्ड कोफ प्रीमियम के लिए नियत की गई कीमतों में , अनूपाततः भाग , 23 प्रतिशत 
में कम ग् प्रण में प्रत्येक एक तिणन नामी के लिए 30 रुपए प्रति टन की दर से पद्धि की जाएगी । 


17. सारणी -- 5 में उप- उत्पाद हाई कोक साधारण के लिए नियत की गई कीमतों में , अनुपसता: भाग 30 प्रतिशत से अधिक राखा में प्रत्यक 
एक प्रतिशत वृद्धि के लिए 25 सपए पनि टन को घर में कमी को आएगी । 
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- - - - - - - - - - 
18. सारणी 6 में पोहाइप हाई झोफ साधारण के लिए नियत की गई कीमतों में , अनुपालन : भ. ग 38 प्रतिगान मे अधिक राम ग्रंश में प्रत्येक एना 
प्रतिमात वृद्धि के लिए 20 रुपए प्रति टन की दर से कमी की जाएगी । 

19 . u 14474 - 1 butt # Tu T 79T 1 17 ofert &f aa niToft- 4 7 14 ,7 of1752 Ft 05 - 1 TETT 
के लिए संवेय कीमतों में अनुपातसः भाग 17 प्रतिशत मे कम गख और नमी अंश में प्रत्येक एक प्रतिशत कमो के लिए पर प्रति टन को ६ में यति माँ । 
trgofti 

[4 24912/2 /385- fr . . . 

ग्घुवीर माने, संपातमविर 


MINISTRY OF ENERGY 

( Department of Coal) 
New Delhi, the 22nd December, 1987 

NOTIFICATION 
S. O , 1102( E ).---In pursuance ofclauscs 3 und 4 of the Colliery Control Order , 1945 as continued in force by sçculon 16 of tlic Essential 
Commodities Act, 1955 ( 10 of 1955 ) and in supersession of the notification of Government of India in supersession of the notification of 
Government of India in theMinistry of Energy (Deparınjent of Cual) No. S . 0 . 12 (E ) dated the 8th January, 1986 , the CentralGovernment 
on and from the 23rd day of December , 1987, hereby prescribes in Tahle I below the classes and grades into which coal and coke shall 
bo categorised and fixes in Table II, III, IV , Vand VIbelow the sale prices at which coal or coke 1714 he sokl hy colliery owners at 
pit- heads : --- 

LABLE-1 


S .No. 


Class 


Grade 

- 
(3) 


- 


(2 ) 


Grado specification 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - 

(4 ) 
. --- - - -- - - - - -- - - - - - -- -- 
Useful heat valuo oxceeding 6200 kilo 

calories per kilogram . 


1. Non -coking Coal produced in all States other than Assam 

Moghalaya , Nagaland and the Union Territory of Asunachal 
Pradesh . 


Useful heal value exccoding 5600 kilo 

calories per kilogram but not exceeding 

6200 kilo -calorics per kilogram , 
Useful hent value exceeding 4940 kilo 

calories per kilograin but not excecding 
5600 kilo -calories per kilogram . 


Usefulheat valuc excecding 4200 kilo -calories 

per kilogram but not cxcceding 4941) 

kilo -calories per kilogram . 
Useful heat value exceeding 3360 kilo 

calories per kilogram but not cxcceding 

4200 kilo -calories per kilogram , 
Useful heat value exceeding 2400 kilo 

calories per kilogram but not excceding 

3360 kilo -calories per kilogram . 
Useful heat value exceeding 1300 kilo 

calories per kilograin but not exceeding 
2400 kilo -calories per kilogram . 


2 . Non -coking coal produced in States of Assam , Meghalaya , 

Nagaland and the Union Territory of Arunachal Pradesh . 


Not graded . 


3. Coking Coal Stecl Grade 1 

SteelGrade II 


Washery Grade 1 


Ash content 101 cxccoding 15 per ceni. 
Ash content exceeding 15 per cent but not 

exceeding 18 per cent. 
Ash content exceeding 18 per cont but not 

exceeding 21 por cent. 
Agh content excceding 21 per cent but not 

exceeding 24 per cent. 


Washery Grade II 
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- 


- 


h 


Washery Grade III 

Ash content exceeding 24 per cent but not 

exceeding 28 per cent. 
Washery Grade IV 

ish contcut cxceeding 28 per cent but not 

arcecuing 35 per ceni. 
4. Scol- coking and weakly coking coals . 

Seni- coking 
Grade I 

Ash plus moisture content not exceeding 

19 per cent. 
Semi-Coking 
Grade II 

Ash plus moisture content excecding 19 per 

cent but not cxcccding 24 per cent. 
5 . Hard Cohe By product premium 

Asli content not cxcoding 25 per cont. 
By-product Ordinary 

Ash content exccoding 25 percent hut not 

cxccoding 30 per cent. 
Beehive Premium 

Ash content not exceeding 27 per cent. 
Bochive Superior 

Agh content exceeding 27 per cent lut not 

eXuceding 31 per cent. 
Boehlve Ordinary 

Ash content exceeding 31 por cent but not 

exceeding 36 per cont. 

- - - - - - 
Notes : 
1 . Coking Coals are sucli couls as have been classified is coking coals by the erstwhilc Coal Board under the CoalMines (Conservation , 
Safety and Development) Act , 1952 ( 12 of 1952 ) of sucli couls as have been declared ormay be declared its coking coal by the Centrul 
Governnient under the Colliery Control Order, 1945 or the Coal Mines ( Conservation and Development) Act, 1974 (28 of 1974 ) and the 
rule or regulations made under both the aforesaid Acts. 
2 . Semi-coking coals and weckly coking conis are such coals as were classified as Dlcndable coala by the crstwhile Coal Board under 
the Coal Mines (Conservation , Safety and Development ) Act, 1952 (12 of 1952 ) os asmay be declared as semi- coking or weakly cok . 
ing . coals by the contral Goverment under thc Colliery Control Order , 1945 or the Coal Mines (Congcryation and Development) Act, 
1974 (28 of 1974 ) and the rules made under bot the aforesaid Acts . 
3. Coals other than coking or semi-coking or weakly coking coals are non-coking coats. 
4 . Useful heat valuo is defined by the following formula : - . 

JIU = 8900 138 x (A plus M ) 
Where HIU - Useful Heat Value in Kilo - calories per kilogram , 

Az Ash content in percentago. 

M > Moisture content in percentage . 
In the case of coals having moisturo less than 2 % and volatie content les than 19 % . thc useful hent value shall be the valuc arrived at 
as above reduced by 150 kilo - calories per kilogram for each 1 % reduction in volatil content helow 19 % fraction pro -rata . 

Both moisture and ash shall be determined after equilibrating at60 percent relative humidity and 40° Ctcinperature as per relevant 
clauses ofIndin Standard specification No. IS : 1350 - 1959 . 
5 . Ash percentage of coking coaland hard coal shall be determined after air -drying as per IS : 1350 - 1959 . If the moisture so determined 
is more than 2 per cent the determination shall be after equilibrating at 60 per cent relative humidity at 40° C temperature as per IS : 
1350 – 1959 . 
6 . “ Long flanie " coals shall be defined by the parameters as laid down in Table 2 of Indian Standard No. IS : 770- 1964._ -“ General 
Classification of Coals (Revised )". The relevant part is extracted below .. . 


ULI 


Group 


Volatile matter present 
(unit coal basis) 


Range of gross C . V . in Coal/Kg Range of dried Moistuio per 
(unit coal basis ) 

cont at 60 per cent RH at 400 
(mineral ſree coal basis ) 


- 


- 


- 


Ovor 32 
Over 32 


8060 to 8440 
7500 to 8060 


3 to 7 
7 to 14 


The determination of volatile matter and moistio shall be carried out on coal samples 6s per procedure laid down in Indian Standard 
Specification No. IS : 1350 (Part-I) 1984 . Determination of groos calorjfic value shall be carried out in accordance with procedure laid down 
in I$ : 1350 (Part II ) 1970 dated April 1971 or any subsequent rcvision thereof, 
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7. The above classification shall not apply to coals other than Bituminous or sub -Bituminous cuals as specified under Indian Standard 
specification No. IS : 770 -1964 . 


TABLE II 


Norji çoking coal 


Grade of Coal 


Useful heat value in kilo calories per kilo 
gram . 


Sale price 


per tunne of 


Steam coal and 
Rubble 


Slack coat and Run of Mino 
Washery middl. Coal 
ings 


- 


- - 


- 


- 


- 


- 


- 


- - - - - - 
Long- flame coal produced in all States excepting Assam , Meghalaya , Naya 

Rs. P . 

Rs. P . Rs. P . 
land , Union Territory of Arunachal Pradesh and Singarcni Collieries . 
Grade Exceeding 6200 

386 .000 

379 .00 

376 .00 
Grade 

Exceeding 5600 but not 
exceeding 6200 

355. 00 

348 .00 

345 . 00 
Grade 

Excooding 4940 but not 
exceeding 5600 

315 . 00 

308 . 00 

305 . 00 
Grade 

Exoceding 4200 but not 
exceeding 4949 

257 . 00 

25 : . 00 247.00 
2 . Coal (other than long -flame coal) produced 1 1 all states except Assam , Meghalaya , Nagaland and Union Territory of Arunachal 

Pradesh . 
Grade Exceeding 6200 

361. 00 354 . 00 

351 . 00 
Grade Exceeding 5600 but not 

330 . 00 

323 . 00 320 . 00 
exceeding 

6200 
Grade 

Exceeding 4940 but not 
exceeding 5600 

290 .00 283. 00 

280 . 00 
Grade 

Exceeding 4200 but not 
excecdiny 4940 

232 . 00 225 . 00 

222 . 00 
Grade 

Exceeding 3360 but not 
exceçding 

186 . 00 179 . 00 

176 . 00 
Grade 

Exceeding 2400 but not 
exceeding 3360 

151 . 00 

144 .00 141.00 
Grade 

Excceding 1300 but not 
excecding 2400 

110 . 00 103 . 00 

100 . 00 


4200 


3 . Coal poduced in the State of Andhra Pradesh (SingareniCoalfields), 


Grade 


of 


Coal 


Useful heat value in Kilo calories per Kilo 


Sale 


price per ww .inc of 


gram 


Slack Coal 


Steam coal 
and Rubble 


Run of Mine 
Coal 


- 


- 


- 


5 


Rs, P . 
335 . 50 


4940 


Rs. P . 
332 , 50 


295 . 50 


292 . 50 


255 . 50 


252 . 50 


Rs, P 
Grade 

Exceeding but not 

342 . 50 
exceeding 5600 
Grade 

Exceeding 4200 but not 
exceeding 4940 

302 . 50 
Grade 

Exceeding 

but not 
exceeding 4200 

262 . 50 
Grade 

Exçceding 4200 but not 
exceeding 3360 

193 . 50 
Grade 

Exceeding 1300 but not 
exceeding 2400 

153 . 50 
Coal produced in the States of Assam , Meghalaya , Nagaland and Union Territory of Arunachal Pradesh . 

Ungraded (Ash content not exceeding 25 % ) 
87/ 1985 GI - 2 


186 . 50 


183 . 50 


146 . 50 


143 . 50 


405 . 00 
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TABLE IN 
Coking Coal 


Grade 


Asli content 


I 


Sale price per tonne of 
Steam coal and Slack Coal Run of Mine 
Rubble 

Coal 
3 

4 
Rs. P . Rş. P . Rs . P . 
583 . 00 576 . 00 

573 . 00 


Steel Grade I 
Steel Grade II 


488 . 00 


481. 00 


478 . 00 


Washery Grade 1 


423 . 00 


416 .00 


413 . 00 


Wathery Grade 11 


Not exceeding 15 per cent 
Exceeding 15 per cent but not excecding 18 per 

cent 
Exceeding 18 per cent but not cxceeding 21 per 

cent 
Exceeding 21 per cent but not cxcceding 24 

per cent 
Fxceeding 24 per cent but not exceeding 28 per 

cent 
Excceding 28 per cent but not excecding 35 per 

cent 


346 . 00 


343 . 00 


Washery Grade III 


353 .00 
274 .00 


267. 00 


264 . 00 


Wash :1; G ud : IV 


256 . 00 


249 . 00 


246 .00 


TABLE IV 
Semi-Coking and Weakly Coking Coals 


Gracic 


Ash plus Moisture content 


Slale price per tonne of 
Steam coal and Slack Coal Run of Mine 
Rubble 

Coal 
2 

4 - - : - - - 
Rs. P . Rs. P , Rs. P . 
423. 00 416 . 00 

413 . 00 


3 


Semi-coking Grade 1 
Semi-coking Grade II 


Not excecling 10 percent 
Exceeding 19 percentbut not exceeding 24 per 

cent. 


353 . 00 


346 . 00 


343 . 00 


- - - 


- 


TABLE V 
Hard Coke 


Type of Coke 


Ash content 


Sale p !ice per tonne 


- - - - 


- 


1 . By- product Hard coke Premium 
2 . By - pouct Hard coke Odinary 
3 . Beehive Hard coke premium 
4 . Beehive Hard coke superior 
5. Beehive Hard coke ordinary 


Ash content not exceeding 25 per cent 
Ash content ceeding 25 per cent butnot excceding 30 per cent 
Ash content not exceeding 27 per cent 
Ash content cxceeding 27 per centbut not exceeding 31 per cent 
Ash content exceeding 30 percent but not exceeding 36 per cent 


1100 . 00 
1000 . 00 
830 . 00 
730 . 00 
500 . 00 


TABLE VI 
Soft coke 


Type of coke 


- 


- 


Sale price per tonne 

Rs. P . 
300 . 00 
175 . 00 


1. 
2 . 


Soft coke for industries 
Soft coke for domestic consumption 


- - - - 


- 


- 


- 


- 


Notes : 

1. Long flamecoals are coals which are declared as Long Flame coalby the coal producers and which satisfy the definition of Long 
flame as per Note No . 6 under table l of this notification , 

2. Run of Mine Coal is coal comprising of all sizes as it comes out of the mine , any crushing or screening. 

3 . The fraction of the Run of Mine Coal as is retained on a screen when subject to screening or is picked out by a forkshovel during 
loading is called steam coal, 

4 . The fraction that remains after Steam Coal has been removed from the Run of Mine Coal is called Slack Coal, 

5 . If Run of Mine Coal is subjected to a successive screening by two different screens of different apertures resulting in sogrogtion 
into three different 31 ? $ , the fraction that is retained on the screen with the largest apertures shall be termed Steam Coal, the fraction 
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passing through this screen butretained on the screen with the smaller apertures , shall be termed Rubble Coal and the fraction passing 
through both the screens shall be termed Slack Coal. 

6. Run of Mine coal which has been screened or crushed to limit the top size to any maximum limit within the range of 200mm -250mm 
shall be priced the average rate of prices of steam and slack coal in the ratio of 60 : 40 . 

Provided that where colliery has the necessary arsangement for screening and loading ofsteam or slack coal or where at the instance 
of purchaser, the colliery has to sell the Run of Mine coal, the price payable for such sales shall be the average of the prices for steam and 
slack coal in the ratio of60 : 40 . 

7 . Coking Coal, weakly Coking Coal, Semi- Coking Coal which fall outside the categorisation shown in Table I shall be treated 
as non- coking coal for the purposes of pricing and classified accordingly. 

8 . When the moisture content on as received basis as defined under IS : 1350 - 1959 of middlinys at the washery and cxceed 10 
per cent, the price of iniddlings fixed in Table II shall be roluced by Re. 1 for each one per cent increase in the moisture content in excess 
of 10 per cent, fraction pro -rata , 

9. (i) When the Useful Heat Value of non -coking coal exceeds 6400 kilo -calories per kilogram , the price payable as per Table II for 
Grade A coal shall be increased at the rate of Re. 1 for every 100 kilo calories by which the actual Useful Heat Value cxceeds 6400 kilo 
calories per kilogram , fraction pro - rata . 

(ii) In case of coal produced in the States of Assam , Meghalaya , Nagaland and Union Territory of Arunachal Pradesh the price 
payable shall be increased at the rate of Rs, Il per tonne , per percentage of ash by which the ash content falls below 22 % . Similarly , when 
ash content cxceeds 25 % the price shall be reduced at the same rate of Rs, 11 per tonne per per cent of ash by which the ash content ex 
ceeds 25 % 

19 . (i) The Price notified herein are applicable only to sale of coal at pit-heads on F .O . R . colliery siding basis on F .O .B . purchasers 
transportbasis at the colliery loading point. 

( 11 ) Where any colliery which starts selling coal at F .O . R . basis after the publication of this notification and has to transport 
coal for any distance exceeding 3 Kms to the railway siding the actual cost of such carriage of coal from pit-head to the railway siding shall 
be payable extra , and shall be borne by the purchasers : 

Provided that where an agreement exists covering cases of such carriage, such agreement shall not be decmed to have been supersec 
ded by this notification . 

11. The pit -head pices fixed in Tables II and Jll and IV and exclusive of royalty , cesses, taxes and levy , if any, levied by Government: 
local authorities or other hodies, duties of excise and sales tax . 

For removal of doubts it is hereby declared that colliery owncss shall be entitled to add an amount equal to such royalty , coss , duties 
of excise , sales tax and other taxes , if any, to the pit- hcad prices lixed in the said Tables. In the case of washery middlings, the amount 
10 he added shall be amount rayable on raw coal of the sameuseful heat value range. 

12. The pit -head prices of hard coke fixed in table V and of soft coke fixed in Table VI are exclusive of duties of excise royalty , 
cesses and sales tax on either the raw coal used for manufacturing the coke or on the Hard Coke or Soft Coke. The colliery owners shall 
be entitled to realise the amountof such dutics of cxcise , royalty , cesses and sales tax and other taxes /levies, if any, from purchasers of Hard 
Coke and Soft Coke in addition to the prices fixed for them . When the impost is on the raw coal used for manufacture of coke, the sum 
realisable per tonne of soft coke or hard coke shall be ascertained by multiplying the rates of raw coal by 1. 35 for soft coke and 1.50 for hard 
cokc. 

13. Prices fixed shall not apply to coke or coal sold for export outside India . 

14 . For undertaking special sizing or beneficiation of coal, additional charges asmay be negotiated between the purchaser and the 
producer may be realised over and above the fixed prices. 

15 . The prices fixed in Tohle Voi Hard Coke and Table VỊ for soft coke shall not aply to small sized coke, coke breeze below 12 mili 
metres size , low temperature carbonisation coke, pelletised coke or briquettes , 

16 . The prices fixed in Table V for by-product Hard Coke Premium and bechive Hard Coke Premium shall be increased at the rate 
of Rs. 30 /- per tonne for cvery 1 per cent decrease in ash content below 23 per cent fraction pro -rata . 

17 . The price fixed in Table V for By-product Hard Coke ordinary shall be reduced at the rate of Rs. 25 pcr tonne for every 
1 per cent increase in ash contentover 30 per cent, fraction pro -rata . 

18 . The prices fixed in Table V for Beehive Hard Coke ordinary shall be reduced at the rate of Rs. 20 per tonn for every 1 per cent 
incrcase jo ash content over 36 per cent fraction pro -rata , 

19 . When the ash plusmoisture contentof semi- coking Grade Icoals is less than 17 per cent,tbe prices payable for semi-Coking Grade 
I Coals as per Table IV shall be increased at the rate of Rs. 5 for every 1 per cent decrease in ash plus moisture contcot below 17 per cent, 
fraction pro -rata , 

[28012/2 /85 -CA ] 
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